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Copyright 

Dimensions, Weights and Ratings

Dimensions, weights and ratings given in this catalog are approximate and should not 
be used for construction purposes . Drawings containing exact dimensions are available 
upon request. All listed product specifications and ratings are subject to change without 
notice. Photographs are representative of production units.

Terms and Conditions

All prices and discounts are subject to change without notice. When price changes 
occur, they are published in Eaton•s Price and Availability Digest (PAD). All orders 
accepted by Eaton•s Electrical Sector are subject to the general terms and conditions 
as set forth in Appendix 1„Eaton Terms & Conditions. 

Technical and Descriptive Publications

This catalog contains brief technical data for proper selection of products. Further 
information is available in the form of technical information publications and illustrated 
brochures. If additional product information is required, contact your local Eaton 
Products Distributor, call 1-800-525-2000 or visit our website at www.eaton.com .

Compliance with Nuclear Regulation 10 CFR 21

Eaton products are sold as commercial grade products not intended for application in 
facilities or activities licensed by the United States Nuclear Regulatory Commission 
for atomic purposes, under 10 CFR 21. Further certification will be required for use of 
these products in a safety-related application in any nuclear facility licensed by the 
U.S. Nuclear Regulatory Commission.

WARNING

The installation and use of Eaton products should be in accordance with the provisions 
of the U.S. National Electrical Code® and/or other local codes or industry standards that 
are pertinent to the particular end use. Installation or use not in accordance with these 
codes and standards could be hazardous to personnel and/or equipment.

Copyright ©2014 Eaton, All Rights Reserved.

These catalog pages do not purport to cover all details or variations in equipment, nor to provide for 
every possible contingency to be met in connection with installation, operation or maintenance. 
Should further information be de sired or should particular problems arise which are not covered 
sufficiently for the purchaser•s purposes, the matter should be referred to the local Eaton Products 
Distributor or Sales Office. The contents of this catalog shall not become part of or modify any prior 
or existing agreement, commitment or relationship. The sales contract contains the entire 
obligation of Eaton•s Electrical Sector. The warranty contained in the contract between the parties 
is the sole warranty of Eaton. Any statements contained herein do not create new warranties or 
modify the existing warranty.
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Introduction

Eaton is a global leader in power distribution, power quality, 
control and automation, and monitoring products. 

At Eaton, we believe a reliable, efficient and safe power system is the foundation of every 
successful enterprise. Through innovative technologies, cutting-edge products and our highly 
skilled services team, we empower businesses around the world to achieve a powerful advantage. 

In addition, Eaton is committed to creating and maintaining powerful customer relationships built 
on a foundation of excellence. From the products we manufacture to our dedicated customer 
service and support, we know what•s important to you.

Solutions
Eaton takes the complexity out of power syst ems management with a holistic and strategic 
approach, leveraging our industry-leading technology, solutions and services. We focus on 
the following three areas in all we do:

� Reliability„maintain the 
appropriate level of power 
continuity without 
disruption or unexpected 
downtime 

� Efficiency„minimize 
energy usage, operating 
costs, equipment footprint 
and environmental impact

� Safety„identify and 
mitigate electrical hazards 
to protect what you value 
most

Using the Eaton Catalog Library 
As we grow, it becomes increasingly difficult to include all products in one or two comprehensive 
catalogs. Knowing that each user has their specific needs, we have created a library of catalogs for our 
products that when complete, will contain 15 volumes. Since the volumes will continuously be a work 
in progress and updated, each volume will stand alone. Refer to our volume directory, MZ08100001E, 
for a quick glance of where to look for the products you need. The 15 volumes include: 

� Volume 1„Residential 
and Light Commercial 
(CA08100002E)

� Volume 2„Commercial 
Distribution (CA08100003E)

� Volume 3„Power 
Distribution and Control 
Assemblies (CA08100004E)

� Volume 4„Circuit 
Protection (CA08100005E)

� Volume 5„Motor Control 
and Protection 
(CA08100006E)

� Volume 6„Solid-State 
Motor Control 
(CA08100007E)

� Volume 7„Logic Control, 
Operator Interface and 
Connectivity Solutions 
(CA08100008E)

� Volume 8„Sensing 
Solutions (CA08100010E)

� Volume 9„Original 
Equipment Manufacturer 
(CA08100011E)

� Volume 10„Enclosed 
Control (CA08100012E)

� Volume 11„Vehicle and 
Commercial Controls 
(CA08100013E)

� Volume 12„Aftermarket, 
Renewal Parts and Life 
Extension Solutions 
(CA08100014E)

� Volume 13„Counters, 
Timers and Tachometers 
(CA08100015E)„Available 
in electronic format only

� Volume 14„Fuses 
(CA08100016E)„Available 
in electronic format only

� Volume 15„Solar Inverters 
and Electrical Balance of 
System (CA08100018E)

These volumes are not all-inclusive of every product, but they are meant to be an overview 
of our product lines. For our full range of product  solutions and additional product information, 
consult Eaton.com/electrical and other catalogs and product guides in our literature library. 
These references include:

� The Consulting Application 
Guide (CA08104001E)

� The Eaton Power Quality 
Product Guide (COR01FYA)

If you don•t have the volume that contains the product or information that you are looking for, 
not to worry. You can access every volume of the catalog library at Eaton.com/electrical in the 
Literature Library.

By installing our Automatic Tab Updater (ATU), you can be sure you always have the most recent 
version of each volume and tab. 
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Introduction

Icons

Green Leaf
Eaton Green Solutions are products, systems or solutions that represent Eaton 
benchmarks for environmental performance. The green leaf symbol is our 
promise that the solution has been reviewed and documented as offering 
exceptional, industry-leading environmental benefits to customers, consumers 
and our communities. Though all of Eaton's products and solutions are 
designed to meet or exceed applicable government standards related to 
protecting the environment, our products with the Green Leaf designation 
further provide •exceptional environmental benefitŽ.

Learn Online
When you see the Learn Online icon, go to Eaton.com/electrical and search for 
the product or training page. There you will find 100-level training courses, 
podcasts, webcasts or games and puzzles to learn more.

Drawings Online
When you see the Drawings Online icon, go to Eaton.com/electrical and find the 
products page. There you will find a tab that includes helpful product drawings 
and illustrations. 

Contact Us
If you need additional help, you can find contact information 
under the Customer Care heading of Eaton.com/electrical. 
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Pushbuttons and Indicating Lights

10250T Pushbuttons

M22 Modular Pushbuttons

1.1 Toggle Switches„E10
Product Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-2

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-4

1.2 Environmentally Seal ed Toggle Switches„E10E
Product Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-8

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-9

1.3 Pushbutton Control Stations„Assembled 
Product Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-14

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-16

1.4 16.2 mm Pushbuttons„RMQ-16
Product Selection Guide  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-31

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-32

1.5 22.5 mm Modular Pushbuttons„M22
Product Selection Guide  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-48

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-53

1.6 22.5 mm Compact Pushbuttons„C22
Product Selection Guide  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-139

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-141

1.7 30.5 mm Square Multifunction Watertight/Oiltight„E30 
Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-164

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-166

1.8 30.5 mm Heavy-Duty Watertight/Oiltight„10250T 
Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-182

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-186

1.9 30.5 mm Corrosion Resistant Watertight/Oiltight„E34 
Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-254

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-260

1.10 30.5 mm Watertight/Oiltight„HT800 
Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-296

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-298

1.11 30.5 mm Class I Division 2 Hazardous Locations„10250T/E34
Product Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-321

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-324

Learn
Online

CA08100008E—October 2014 www.eaton.comVolume 7—Logic Control, Operator Interface and Connectivity Solutions V7-T1-1



V7-T1-2 Volume 7„Logic Control, Operator Interface and Connectivity Solutions CA08100008E„October 2014 www.eaton.com

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1.1 Pushbuttons and Indicating Lights
Toggle Switches„E10

Toggle Switches„E10 Contents
Description Page

Toggle Switches„E10
Standards and Certifications  . . . . . . . . . . . . . . V7-T1-3
Catalog Number Selection . . . . . . . . . . . . . . . . V7-T1-3
Product Selection

Toggle Switches  . . . . . . . . . . . . . . . . . . . . . V7-T1-4
Hesitation Switches  . . . . . . . . . . . . . . . . . . V7-T1-5
Pushbuttons  . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-5

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-5
Technical Data and Specifications  . . . . . . . . . . V7-T1-6
Circuit Diagrams . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-6
Dimensions  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-7

Product Description
The E10 switches from 
Eaton•s Electrical Sector are 
intended for general purpose 
light industrial use. Designed 
for retrofit and OEM 
applications.

Features

General Purpose Toggles
� Various circuit functions 

include maintained and 
momentary

� Poles include from single-
pole single-throw to four-
pole double-throw

� Spade, screw, and solder 
terminations available

� Numerous ratings
� Short 11/32 in and tall 

15/32 in bat lever available
� Standard 15/32…32 thd.
� Hardware furnished 

assembled

Heavy-Duty Hesitation 
Switches
� One-hole panel mount
� Three position switch 

offers unique positive 
center stop feature to 
assure lever cannot be 
thrown from one side 
through the center OFF 
position without stopping
� Design feature is a major 

acceptance for motor 
reversing and speed 
control applications

� Prevents motor damage 
resulting from high 
current generation by 
counter EMF of the 
armature at the time of 
reversing

� Known as anti-plugging, 
hesitation, positive stop 
or positive off switch

Non-Illuminated AC Rated 
Pushbuttons
� One-hole panel mount
� Medium-duty
� Spade and screw 

terminations available
� Various bushing lengths 

and button extensions
� Numerous ampere ratings 

with horsepower ratings
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1.1Pushbuttons and Indicating Lights
Toggle Switches„E10

Standards and Certifications 
� UL Recognized
� CSA„File No. LR40068

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Toggle Switches„E10 Series
Not to be used for ordering purposes

E10 T 1 06 A S = E10T106AS

Poles
1 = Single-pole
2 = Two-pole
3 = Three-pole
4 = Four-pole

Ratings„125V
06 = 6 Amperes
15 = 15 Amperes
20 = 20 Amperes

Function
A = ON„None„OFF
B = OFF„None„(ON)
D = ON„OFF„ON
E = ON„None„ON
F  = ON„OFF„(ON)
G = (ON)„OFF„(ON)
H = ON„None„(ON)

Termination
S= Screw
L = Solder lug
P= Spade

Series

Lever Length
T = 0.563 in (14.3 mm) lever
E= 0.688 in (17.5 mm) lever

Complete Cat. No.
0.563 in (14.3 mm)
Single-pole
6 Amperes
ON„None„OFF
Screw terminal
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Product Selection

Toggle Switches

E10 Series„AC Rated„Minimum Order Quantity 10 Pieces

Note
1   See Circuit Diagrams on Page V7-T1-6.

Nominal AC Ratings
Poles
and
Throw 1

Function„Circuit with Lever In

Screw Terminal
Catalog Number

0.250 in (6.4 mm)
Spade Terminal
Catalog Number

Solder Lug
Catalog Number

UP
Position

CENTER
Position

DOWN
Position„
Keyway

Amperes

125V 250V

hp

50V

Single-Pole

6 3 „ 1 P.S.T. ON None OFF E10T106AS E10T106AP E10T106AL

15 10 3/4 E10T115AS E10T115AP E10T115AL

20 10 3/4 E10E120AS E10E120AP E10E120AL

6 3 „ 1 P.D.T. ON OFF ON E10T106DS E10T106DP „

15 10 3/4 E10T115DS E10T115DP E10T115DL

20 10 3/4 E10E120DS „ „

6 3 „ 1 P.D.T. ON None ON E10T106ES „ „

15 10 3/4 E10T115ES E10T115EP E10T115EL

20 10 3/4 E10E120ES „ „

„ 10 1/2 1 P.S.T. OFF None (ON) E10T115BS E10T115BP „

1 P.D.T. ON OFF (ON) E10T115FS E10T115FP „

1 P.D.T. ON None (ON) E10T115HS E10T115HP „

1 P.D.T. (ON) OFF (ON) E10T115GS E10T115GP „

Two-Pole

6 3 „ 2 P.S.T. ON None OFF E10T206AS E10T206AP „

15 10 3/4 E10T215AS E10T215AP E10T215AL

20 10 3/4 E10E220AS E10E220AP E10E220AL

6 3 „ 2. P.D.T. ON OFF ON E10T206DS E10T206DP „

15 10 3/4 E10T215DS E10T215DP E10T215DL

20 10 3/4 E10E220DS E10E220DP „

6 3 „ 2 P.D.T. ON None ON E10T206ES „ „

15 10 3/4 E10T215ES E10T215EP E10T215EL

20 10 3/4 E10E220ES „ „

15 10 1/2 2 P.S.T. OFF None (ON) E10T215BS „ „

2 P.D.T. ON None (ON) E10T215HS E10T215HP „

2 P.D.T. (ON) OFF (ON) E10T215GS E10T215GP „

Three-Pole

15 10 3/4 3 P.S.T. ON None OFF E10E315AS E10E315AP „

3 P.D.T. ON OFF ON E10E315DS E10E315DP E10E315DL

3 P.D.T. ON None ON E10E315ES E10E315EP E10E315EL

Four-Pole

15 10 3/4 4 P.S.T. ON None OFF E10E415AS „ E10E415AL

4 P.D.T. ON OFF ON E10E415DS „ E10E415DL

4 P.D.T. ON None ON E10E415ES „ E10E415EL

Two-Pole 

Single-Pole

Three-Pole

Four-Pole
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Hesitation Switches

E10 Series„Special Purpose„Minimum Order Quantity 10 Pieces

Pushbuttons

E10 Series„Minimum Order Quantity 10 Pieces

Accessories

Toggle Switches Accessories„Minimum Order Quantity 100 Pieces

Notes
Interlock mechanism prevents operation of lever through the center position until pressure is momentarily relieved. 
Designed for control and protection of reversing motors.
1   See Circuit Diagrams on Page V7-T1-6.
2   Rated 1/4 hp at 125V, 1/2 hp at 250V.

Nominal Ratings

Operation

Function„Circuit with Lever Inƒ

Poles
and
Throw 1

Screw Terminal
Catalog Number

Amperes hp

UP
Position

CENTER
Position

DOWN
Position„
Keyway

28
Vdc

125
Vac

250
Vac

250
Vac

15 15 10 3/4 Maintained ON OFF ON 2 P.D.T. E10E215SS

3 P.D.T. E10E315SS

4 P.D.T. E10E415SS

Nominal Ratings

Poles
and
Throw 1  Contacts

Bushing
Length
in (mm)
Dim. •AŽ

Button
Extension
in (mm)
Dim. •BŽ

Typical
Maximum
Operating
Force

Screw Terminal
Catalog Number

Spade Terminal 
0.250 in (6.4 mm)
Catalog Number

Amperes hp

125 Vac 250 Vac 125…
250VNO NC NO NC

6 „ 3 „ „ 1 P.S.T. NO 0.69 (17.5) 0.53 (13.5) 0.9 lbs E10P106RS E10P106RP

0.34 (8.6) 0.25 (6.4) E10P106JS „

15 „ 10 „ 1/3 1 P.S.T. NO 0.69 (17.5) 0.53 (13.5) 0.9 lbs E10P115RS E10P115RP

0.34 (8.6) 0.25 (6.4) E10P115JS „

15 10 10 5 1/4 2 1 P.D.T. NO, NC 0.69 (17.5) 0.53 (13.5) 1.0 lbsE10P115LS „

Description Material/Notes Catalog Number

Hexagon locknut Zinc-chromate treated steel E10TA101

Knurled face nut Zinc-chromate treated steel E10TA102

Internal tooth lockwasher Cadmium plated steel E10TA103

Terminal screws #6-32 x 3/16 in binding head E10TA201

Spade terminal adapter„0.250 in (6.4 mm) Assembles to screw terminalsE10TA202

ON-OFF indicating plate„vertical orientation Burnished nickel finish steelE10TA301

OFF-ON indicating plate„horizontal orientation Burnished nickel finish steelE10TA302

Flip-up guard for toggle switches E10TA104

Fixed shroud for toggle switches E10TA105

Heavy-Duty Hesitation 
Switch

One-Hole Mounted 
Medium-Duty, Mom. 
Contact

E10TA104 

E10TA105 
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Technical Data and Specifications

Toggle Switches

Hesitation Switches

Pushbutton Actuators

Circuit Diagrams 

Description Specification

AC ratings 6…20A, 125 Vac
3…10A, 250 Vac
Max. 3/4 hp at 250 Vac

DC ratings 6…20A, 28 Vdc

Electrical life 6,000 cycles make/break at switch ampere rating

Operation Slow make/slow break mechanism with butt action for AC and low voltage DC applications
Maintained and momentary contacts

Poles/throws 1 through 4, single and double throw

Mounting One hole with threaded 0.468 in-32 bushing and 0.068 x 0.035 in (1.7 x 0.9 mm) deep keyway 
that serves as anti-rotational feature

Lever lengths 0.563 in (14.3 mm) or 0.688 in (17.5 mm), bright nickel plated

Terminals Screw, 0.250 in (6.4 mm) spade and solder lug

Description Specification

Operation Slow make/slow break mechanism with butt action for AC and low voltage DC applications; maintained contacts; ideal 
for reversing motor applications; interlock mechanism prevents operation of lever through center position until manual 
pressure is momentarily relieved

AC ratings 15A, 125 Vac
10A, 250 Vac
Max. 3/4 hp at 250 Vac

DC ratings 15A, 28 Vdc

Poles/throws 2, 3 and 4, double throw only

Mounting Single-pole with threaded 0.468 in-32 bushing and 0.068 x 0.049 in (1.7 x 1.2 mm) deep keyway

Lever length 0.687 in (17.4 mm), stainless steel

Terminals Screw

Description Specification

AC ratings 6…15A, 125 Vac (NO)
3…10A, 250 Vac (NO)
Max. 1/3 hp at 125/250 Vac

Operation Slow make/slow break mechanism
Normally open contacts

Poles/throws Single, single and double throw

Mounting One hole with 0.468 in-32 threaded bushing and 0.068 x 0.035 in (1.7 x 0.9 mm) deep keyway
Two bushing heights: 11/16 in (17.5 mm) and 11/32 in (8.7 mm)

Button extensions 17/32 in (13.5 mm) and 1/4 in (6.4 mm), bright nickel plated

Terminals Screw

SPST DPST

SPDT

DPDT

4PST3PDT 4PDT3PST
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1.1Pushbuttons and Indicating Lights
Toggle Switches„E10

Dimensions 
Approximate Dimensions in Inches (mm)

Toggle Switch Dimensions 

Toggle Switch Hesitation Switch Pushbutton Actuator

Accessories

E10TA101 
Hexagon Locknut

E10TA102 
Knurled Face Nut

E10TA301 
ON-OFF Indicating Plate„
Vertical Orientation

E10TA302 
ON-OFF Indicating Plate„
Horizontal Orientation

Note
1 Spade terminal adapters are used on 6 ampere and momentary screw terminal switches, adding 0.42 in (10.7 mm) to dimension C.

No. of
Poles Operation

Bushing
Length
A

Lever
Length
B

Screw Terminals Spade Terminals Solder Lug

C D E C 1 D E C D E

1 Momentary
and maintained

0.47 
(11.9)

0.56 
(14.2)

1.00
(25.4)

1.17 
(29.7)

0.63 
(16.0)

1.13
(28.7)

1.13 
(28.7)

0.63 
(16.0)

1.00
(25.4)

1.13 
(28.7)

0.63 
(16.0)

2 Maintained 0.47 
(11.9)

0.56 
(14.2)

1.06 
(26.9)

1.31 
(33.3)

0.75 
(19.1)

1.19
(30.2)

1.31 
(33.3)

0.75 
(19.1)

1.06 
(26.9)

1.31 
(33.3)

0.75 
(19.1)

Momentary 0.47 
(11.9)

0.56 
(14.2)

1.25 
(31.8)

1.31 
(33.3)

0.75 
(19.1)

1.31 
(33.3)

1.31 
(33.3)

0.75 
(19.1)

1.25 
(31.8)

1.31 
(33.3)

0.75 
(19.1)

3 Maintained 0.47 
(11.9)

0.69 
(17.5)

1.27 
(32.3)

1.34 
(34.0)

1.44 
(36.6)

1.37 
(34.8)

1.34 
(34.0)

1.44 
(36.6)

1.23 
(31.2)

1.34 
(34.0)

1.44 
(36.6)

4 Maintained 0.47 
(11.9)

0.69 
(17.5)

1.20
(30.5)

1.30
(33.0)

1.40
(35.6)

1.30
(33.0)

1.34 
(34.0)

1.40
(35.6)

1.23 
(31.2)

1.34 
(34.0)

1.44
(36.6)

D

E
C

A

B

1.47
(37.3)

0.47-32
Thread

0.07 (1.8) x 
0.05 (1.3)
Keyway

1.34
(34)

1.25
(31.8)

0.47
(11.9)

0.69
(17.5)

1.13
(28.7)

0.47-32
Thread

0.04 (1) x 0.07 (1.8)
Keyway

1.13
(28.7)

A

B

0.63
(16)

0.63
(16)

0.08
(2) 0.63

(16)

0.07
(1.8)

0.63
(16)

0.06
(1.5)

0.03
(.8)

1.0
(25.4)

ON

OFF

O
N

O
F
F
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1.2 Pushbuttons and Indicating Lights
Environmentally Sealed Toggle Switches„E10E

Toggle Switches„E10E Contents
Description Page

Environmentally Sealed Toggle Switches„E10E
Product Selection

Molded-In Screw Terminal  . . . . . . . . . . . . . V7-T1-9
Econoswitch . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-9
Switch Guard . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-9

Technical Data and Specifications  . . . . . . . . . . V7-T1-10
Dimensions  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-11

Product Description
Designed for general purpose 
and OEM applications, this 
line of toggle switches 
provides a high IP68 rating for 
demanding environments.

Features

Molded-In Screw Terminal
� Completely sealed against 

dust, moisture and other 
contaminants

� One-hole mounted bushing 
for easy installation

� Multi-circuits offered
� Two- and three-position 

with maintained and 
momentary action

� Molded-in terminal inserts 
and terminals numbers

� Single- and two-pole 
circuitry

Econoswitch
� Environmentally sealed
� Single- and two-pole 

circuitry
� One-hole mounting for 

easy installation
� Multi-circuits
� Two- and three-position 

with maintained and 
momentary action

� Three types of termination 
offered as standard

Switch Guard
� For use with two-position 

switch
� Cover closure transfers 

switch toggle lever to OFF 
position

� One-hole mounted 
mounting style

� Cover is molded out of red 
thermoset molding 
material

� Guard cover is spring-
loaded to either close or 
lock in open position

� Prevents accidental 
operation at switches

Options
Note: Contact your local Eaton 
Sales Representative for more 
information. 
� Non-UL Recognized 

devices
� Alternate toggle levers
� Locking toggle levers
� Rocker buttons

� Special mounting hardware
� Mounting hardware 

furnished assembled
� Terminal screws furnished 

assembled
� Special circuits
� Panel seal, part number 

32-341
� Spade terminal adapters 

available

Standards and 
Certifications 
� UL„File number E15346; 

Guide card number is 
WOYR2

� CSA„LR40068, class 
number 6241

UL and CSA Nominal 
Ratings

Catalog Number 125 Vac 250 Vac

Amperes

E10E118xx 18 9

E10E218xx 18 9

Single-Phase hp

E10E118xx 1/4 1/2

E10E218xx 1/2 1

Three-Phase hp

E10E118xx „ „

E10E218xx „ „
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1.2Pushbuttons and Indicating Lights
Environmentally Sealed Toggle Switches„E10E

Product Selection

Molded-In Screw Terminal

E10E Series„Molded-In Screw Terminal

Econoswitch

E10E Series„Econoswitch

Switch Guard

E10E Series„Switch Guard

Note
1   Momentary contact.

Circuit with Lever Position

Catalog Number

Up Center
Down
(Keyway)Nominal AC Ratings

Amperes Single-Phase hp Three-Phase hp

125V 250V 125V 250V 125/250V

Single-Pole

18 9 1/4 1/2 „ ON OFF ON E10E118DM

ON NONE OFF E10E118AM

ON NONE ON E10E118EM

Two-Pole

18 9 1/2 1 „ ON OFF ON E10E218DM

ON NONE OFF E10E218AM

ON NONE ON E10E218EM

Type of 
Operation

Circuit with Lever Position

Screw Terminal
Catalog Number

Solder Lug
Terminal
Catalog Number

Spade Terminal
Catalog Number

Current Ratings„Amperes
Up Center

Down
(Keyway)28 Vdc 115 Vac, 60 or 400 Hz

Lamp
Load

Resistive
Load

Inductive
Load

Lamp
Load

Resistive
Load

Inductive
Load

Single-Pole

Maintained 5 20 15 3 15 10 ON OFF ON E10E118DS E10E118DL E10E118DP

Maintained 5 20 15 3 15 10 ON NONE OFFE10E118AS E10E118AL E10E118AP

Maintained 5 20 15 3 15 10 ON NONE ON E10E118ES E10E118EL E10E118EP

Momentary 4 15 10 2 15 7 ON 1 OFF ON 1 E10E118GS E10E118GL E10E118GP

Momentary 4 15 10 2 15 7 OFF NONE ON 1 E10E118BS E10E118BL E10E118BP

Two-Pole

Maintained 7 20 15 4 15 15 ON OFF ON E10E218DS E10E218DL E10E218DP

Maintained 7 20 15 4 15 15 ON NONE OFFE10E218AS E10E218AL E10E218AP

Maintained 7 20 15 4 15 15 ON NONE ON E10E218ES E10E218EL E10E218EP

Momentary 5 18 10 2 11 8 ON 1 OFF ON 1 E10E218GS E10E218GL E10E218GP

Momentary 5 18 10 2 11 8 OFF NONE ON 1 E10E218BS E10E218BL E10E218BP

Catalog Number

Switch Guard E10TA104

Single-Pole 

Two-Pole 

Single-Pole 

Two-Pole 

Switch Guard
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1.2 Pushbuttons and Indicating Lights
Environmentally Sealed Toggle Switches„E10E

Technical Data and Specifications

E10E Series„Molded-In Screw Terminal

E10E Series„Econoswitch

Description Specification

Watertight seal Per MIL-STD-108E and designed to meet IP68

Thermoset molding materials Meet flame retardant requirements

Temperature range …50° to 150°F (…46° to 66°C)

Life 20,000 operations at rated load; 40,000 operations mechanical life; 
6,000 operations at hp ratings per UL and CSA requirements

Bushings 15/32 in-32 thread

Description Specification

Watertight seal Per MIL-STD-108E and designed to meet IP68

Type of terminal Screws„6-32 UNC-22A
Solder lug„0.125 in (3.17 mm) dia. hole
Spade„0.250 in (6.35 mm) x 0.032 in (0.81 mm) thick

Life 50,000 operations at rated load; 100,000 operations mechanical life

Temperature range …50° to 150°F (…46° to 66°C)
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1.2Pushbuttons and Indicating Lights
Environmentally Sealed Toggle Switches„E10E

Dimensions
Approximate Dimensions in Inches (mm)

Single-Pole Molded-In Screw Terminal E10E Series

Toggle Switch Panel Cutout

Two-Pole Molded-In Screw Terminal E10E Series

0.432 
(10.97) 0.076

(1.93)

Keyway

1.18
(29.9)
Max.0.250

(6.35)

#6-32 Terminal Screw
with Internal Tooth

Lockwasher (SEMS)

0.635
(16.13)
Max.

0.380
(9.65)
Typ.

1.270 (32.26) Max.

15/32-32 UN-2A
Thread to Within

0.060 (1.52)
of Shoulder

1 2 3

16.5°
33°

0.240 (6.10)
Dia.

0.690
(17.53)

0.470
(11.94)

15/32 Dia. Bushing

0.375
(9.52) 0.130

(3.30) 0.062
(1.57)

0.480 (12.19)
Dia. Hole

Locking Ring Keyway

0.445
(11.30)

0.480 (12.19)
Dia. Hole

0.690
(17.53)

0.470
(11.94)

1.100
(27.94)
Max.

0.130
(3.30)

0.250
(6.35)

0.130
(3.30)

0.380
(9.65)

0.910
(23.11)
Max.

1.370
(34.80)
Max.

0.076
(1.93)

Keyway

#6-32 Terminal Screw
with Internal Tooth

Lockwasher (SEMS)

15/32-32 UN-2A
Thread to Within

0.060 (1.52)
of Shoulder

1 2 3

4 5 6

0.432 
(10.97)

16.5°
33°

0.240 (6.10)
Dia.

0.380
(9.65)
Typ.

1.340 (34.04) Max.
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1.2 Pushbuttons and Indicating Lights
Environmentally Sealed Toggle Switches„E10E

Approximate Dimensions in Inches (mm)

Single-Pole Econoswitch E10E Series

Two-Pole Econoswitch E10E Series

#6-32 UNC-2A
Terminal Screw,

SEMS
0.125 (3.17)
Dia. Hole

0.250 x  0.032
(6.35) x (0.81)

Thick 

15/32-32 UN-2A
Thread to Within

0.060 (1.52)
of Shoulder

0.240 (6.10)
Dia.

0.432 
(10.97)

0.076
(1.93)

Keyway

21 3 21 3 21 3

Screw Terminal Solder Lug Spade Terminal

0.690
(17.53)

0.470
(11.94)

1.30
(33.0)
Max.

1.28
(32.5)
Max.

1.51
(38.4)
Max.

0.594
(15.09)

1.25 (31.75)

33°
16.5°

0.432 
(10.97)

0.076
(1.93)

Keyway

33°

0.125 (3.17)
Dia. Hole

0.250 x  0.032
(6.35) x (0.81)

Thick 

1.55
(39.4)
Max.

Screw Terminal Solder Lug Spade Terminal

0.89
(22.6)

1.32 (33.5)

#6-32 UNC-2A
Terminal Screw,

SEMS

15/32-32 UN-2A
Thread to Within

0.060 (1.52)
of Shoulder

0.240 (6.10)
Dia.

16.5°

0.690
(17.53)

0.468
(11.89)

1.34
(34.1)
Max.

1.32
(33.5)
Max.
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1.2Pushbuttons and Indicating Lights
Environmentally Sealed Toggle Switches„E10E

Approximate Dimensions in Inches (mm)

Switch Guard

15/32-32 UN-2A
Thread to Within

0.060 (1.52)
of Shoulder

Rivet

Switch
(Ref.)

Red-Molded
Plastic

Closed

Steel

Open

0.240 (6.10)
Dia.

33°

0.840
(21.34)

0.468
(11.89)

0.688
(17.48)
Max.

0.062
(1.57)

0.031
(0.79)

1.062
(26.97)

1.547 (39.29)
Rad.

0.475
(12.07)

Dia.

0.688
(17.48)

1.093
(27.76)
Max.

0.032
(0.81)

1.635 (41.53) Max.
1.830 (46.48) Max.

0.750
(19.05)
Max.
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Pushbutton Control Stations Contents
Description Page

Pushbutton Control Stations„Assembled
Features . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-15
Product Selection 

M22 Assembled Control Stations . . . . . . . . V7-T1-16
Commercial Control Stations  . . . . . . . . . . . V7-T1-17
General Purpose Control Stations . . . . . . . . V7-T1-18
Special Purpose Control Stations  . . . . . . . . V7-T1-19
10250H Series Heavy-Duty 

Control Stations  . . . . . . . . . . . . . . . . . . . . V7-T1-20
10250T Series Heavy-Duty 30.5 mm 

Control Stations  . . . . . . . . . . . . . . . . . . . . V7-T1-21
Class I Division 2 10250T Series Heavy-Duty 

30.5 mm Control Stations  . . . . . . . . . . . . V7-T1-22
Class I Division 2 E34 Series Corrosion 

Resistant 30.5 mm Control Stations  . . . . V7-T1-23
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-23
Custom Assembled Stations 

Specification Form . . . . . . . . . . . . . . . . . . . . . V7-T1-24
Renewal Parts  . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-26
Technical Data and Specifications  . . . . . . . . . . V7-T1-28
Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-28

Product Description

M22 Assembled Control 
Stations
� M22 series operators
� Available in horizontal and 

vertical configurations
� Impact resistant 

polycarbonate enclosures
� Optional yellow covers
� Base mounting contact 

blocks and light units for 
quick wiring and vibration 
resistance

Commercial Control Stations
� 10250T series operators
� Full front label
� Specific function labels on 

front of enclosure

General Purpose Control 
Stations
� Construction grade
� General purpose wall 

mount
� Popular with contractors
� UL (NEMA) Type 1 

Special Purpose Control 
Stations
� Standard grade
� Polyester enclosure
� UL (NEMA) Type 3, 3R, 4, 

4X, 13

10250H Series Heavy-Duty 
Control Stations
� 10250H Series operators
� Dark brown polyester 

enclosure
� Protective rubber gaskets 

provide NEMA 3S rating on 
pushbuttons

� Top and bottom 3/4 in NPT 
conduit entrances

� Includes alternate legend 
plates and spare mounting 
screws

10250T Series Heavy-Duty 
30.5 mm Control Stations
� 10250T Series operators
� ASA 61 gray die-cast zinc 

enclosures
� Surface or flush mounting
� Single 3/4 in NPT conduit 

entrance on one and two 
element stations

� Single 1 in NPT conduit 
entrance on three element 
stations

Class I Division 2 10250T 
Series Heavy-Duty 30.5 mm 
Control Stations
� 10250T Series operators
� Factory sealed contact 

blocks
� Die-cast, polyester or 

stainless steel enclosures
� Approved for NEC Class I 

Division 2, Groups B, C and 
D or Class I Zone 2 Group 
IIB plus Hydrogen type 
hazardous locations

Class I Division 2 E34 Series 
Corrosion Resistant 30.5 mm 
Control Stations
� E34 Series operators
� Factory sealed contact 

blocks
� Die-cast, polyester or 

stainless steel enclosures
� Approved for NEC Class I 

Division 2 Groups B, C and 
D or Class I Zone 2 Group 
IIB plus Hydrogen type 
hazardous locations
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Features

M22 Assembled Control 
Stations
� IP66, UL (NEMA) Type 4X, 

13
� Impact resistant 

polycarbonate enclosures
� Optional yellow cover
� 25% smaller depth than 

most competitor 
enclosures

� Base mounting contact 
blocks and light units for 
faster wiring and vibration 
resistance

Commercial Control Stations
� ASA 61 gray die-cast zinc 

enclosures
� Pre-assembled and labeled 

for functions such as •Fuel 
Shut-OffŽ

� Great for commercial 
applications

General Purpose Control 
Stations
� Construction grade
� General purpose wall 

mount
� Popular with contractors
� UL (NEMA) Type 1 

Special Purpose Control 
Stations
� Standard grade
� Polyester enclosure
� UL (NEMA) Type 3, 3R, 4, 

4X, 13

10250H Series Heavy-Duty 
Control Stations
� Industrial grade
� Extra heavy-duty
� Polyester enclosure
� Booted buttons
� Outdoor installation
� UL (NEMA) Type 3, 3R, 3S, 

4, 4X, 12, 13

10250T Series Heavy-Duty 
30.5 mm Control Stations
� 30.5 mm operators
� Industrial grade
� Zinc die cast enclosure
� Popular with industrial end 

users
� UL (NEMA) Type 4, 4X, 12, 

13

Class I Division 2 Control 
Stations
� Available with 10250T or 

E34 30.5 mm operators
� Zinc die cast, polyester or 

stainless steel enclosures
� Factory-sealed contact 

blocks
� Popular with industrial end 

users
� UL (NEMA) Type 4, 4X, 12, 

13
� NEC Class I Division 2 

Groups B, C and D
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Product Selection

M22 Assembled Control Stations 

One Element Control Stations 

Two Element Control Stations 

Three Element Control Stations 

Notes
For assembled control stations not found in this selection, please contact the Eaton Technical Resource Center 
at 1-877-ETN CARE (386-2273) or TRC@eaton.com. 

1 Contact block configuration. 

Orientation Description Color 1 Inscription
Enclosure 
Cover Color Catalog Number

Horizontal 40 mm mushroom head push-pull emergency stop operator Red NC „ Yellow M22-C1-M1H

Horizontal 40 mm illuminated mushroom head push-pull emergency stop 
operator, 85…264 Vac

Red NO-NC „ Yellow M22-C1-M2H

Horizontal 40 mm mushroom head twist-to-release emergency stop operator Red NC „ YellowM22-C1-M3H

Horizontal 40 mm mushroom head key-release emergency stop operator Red NC „ YellowM22-C1-M4H

Horizontal Flush pushbutton Green NO Gray M22-C1-M5H

Horizontal Flush pushbutton Green NO START Gray M22-C1-M6H

Horizontal Extended pushbutton Red NC Gray M22-C1-M7H

Horizontal Extended pushbutton Red NC STOP Gray M22-C1-M8H

Horizontal Key-operated selector switch, two-position maintained „ NO OFF-ON Gray M22-C1-M9H

Horizontal Knob type selector switch, three-position maintained „ 2NO HAND 0 AUTO Gray M22-C1-M10H

Horizontal Double pushbutton Green NO START Gray M22-C1-M11H

Red NC STOP

Orientation
Element 1
Description Color 1 Inscription

Element 2
Description Color 1 Inscription

Enclosure 
Cover Color Catalog Number

Horizontal Extended pushbutton Red NC Flush pushbutton Green NO GrayM22-C2-M1H

Vertical Flush pushbutton Green NO START Extended pushbutton Red NC STOP GrayM22-C2-M2V

Vertical Flush pushbutton Black NO FORWARD Flush pushbutton Black NO REVERSE Gray M22-C2-M3V

Orientation
Element 1
Description Color 1 Inscription

Element 2
Description Color 1 Inscription

Element 3
Description Color 1 Inscription

Enclosure 
Cover Color Catalog Number

Horizontal Extended 
pushbutton

Red NC Indicating
light

White 85…264 
Vac

„ Flush 
pushbutton

Green NO Gray M22-C3-M1H

Vertical Indicating 
light

White 85…264 
Vac

„ Flush 
pushbutton

Green NO START Extended 
pushbutton

Red NC STOP Gray M22-C3-M2V

Horizontal Flush 
pushbutton

Green NO Extended 
pushbutton

Red NC Flush 
pushbutton

Green NO Gray M22-C3-M3H

Vertical Flush 
pushbutton

Black NO OPEN Extended 
pushbutton

Red NC STOP Flush 
pushbutton

Black NO CLOSE Gray M22-C3-M4V

Vertical Flush 
pushbutton

Black NO FORWARD Flush 
pushbutton

Red NC STOP Flush 
pushbutton

Black NO REVERSE Gray M22-C3-M5V

Vertical Flush 
pushbutton

Black NO UP Flush 
pushbutton

Red NC STOP Flush 
pushbutton

Black NO DOWN Gray M22-C3-M6V
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Commercial Control Stations

Key Specifications
� 30.5 mm (10250T series) 

operators
� ASA 61 gray die-cast zinc 

enclosures
� Industrial grade
� UL® Type 4, 4X, 12, 13
� Single 3/4 in NPT conduit 

entrance
� Dimensions„in (mm)

� Enclosure:
3.88 W x 4.00 H x 3.00 D
(98.6 x 101.6 x 76.3)

� Operator:
1.63 D (to enclosure) x
1.50 diameter 
(41.4 x 38.1)

What is included?
Eaton•s pre-assembled, 
enclosed emergency stop 
pushbutton stations include 
an operator, an enclosure, 
contact blocks and a variety 
of unique labels. Each label 
has white lettering on a red 
background indicating the 
function and red lettering on a 
white background indicating 
the operator type.

Available Catalog Numbers

Additional Contact Blocks
(Sold Separately)

Note
1 Includes 1NO-1NC contact block.

Catalog 
Number 1 Operator

Enclosure 
Color Label

10250T5B62-S101Push-Pull Gray EMERGENCY STOP

10250T5B62-S102Push-Pull Gray EMERGENCY SHUT-OFF

10250T5B62-S103Push-Pull Gray EMERGENCY GENERATOR STOP

10250T5B62-S104Push-Pull Gray EMERGENCY HVAC SHUT-DOWN

10250T5B62-S105Push-Pull Gray EMERGENCY ELECTRICAL DISCONNECT

10250T5B62-S106Push-Pull Gray EMERGENCY BOILER SHUT-DOWN

10250T5B62-S107Push-Pull Gray EMERGENCY CHILLER STOP

10250T5B62-S108Push-Pull Gray EMERGENCY FUEL SHUT-OFF

10250T5B62-S109Push-Pull Gray EMERGENCY REFRIGERATION STOP

10250T5B62-S110Push-Pull Gray EMERGENCY POWER OFF

10250T5B62-S111Push-Pull Gray EMERGENCY GAS SHUT-OFF

10250T5B62-S112Push-Pull Gray EMERGENCY VENTILATION SHUT-DOWN

10250T5B62-S113Push-Pull Gray GENERATOR

Catalog Number
Circuit 
Configuration

10250T51 1NC

10250T53 1NO

10250T1 NO-NC

10250T3 2NC

10250T2 2NO
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

General Purpose Control Stations

Type N Control Stations„UL (NEMA) Type 1

Notes
1   Padlock attachment (10250H5110) must be purchased separately.
2   Round button.

Contact
Symbol Button Type/Color Legends Catalog Number

One Element Enclosure Type

Flush/green START 10250H5100

Flush/red STOP 10250H5101 

Extended/red STOP 10250H5104

Palm operated/black None 10250H89 2

Three-position selector
switch/black knob

RUN/OFF/AUTO 10250H289 2

Two Element Enclosure Type

Flush/red START/STOP 10250H5200

Flush/green
extended/red

START/STOP 10250H5207

Flush/black (all) RAISE/LOWER 10250H5201

FOR/REV 10250H5202

OPEN/CLOSE 10250H5203

UP/DOWN 10250H5204

HIGH/LOW 10250H5205

FAST/SLOW 10250H5208

Three Element Enclosure Type

Flush/black (all) FOR/REV/STOP 10250H5300

UP/DOWN/STOP 10250H5301

RAISE/LOWER/STOP 10250H5302

OPEN/CLOSE/STOP 10250H5303

FAST/SLOW/STOP 10250H5304

110/220V neon indicating light START/STOP

Clear„flush/green; flush/red 10250H5310

Red„flush/green; flush/red 10250ED853

Amber„flush/green; flush/red 10250ED853-2

Selector Switch

Two Button Station

Three Button Station

Three Button Station 
with Indicating Light

Single Button 
Station for Padlock 
Attachment 1
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Type N Control Stations„Open Type Construction (No Cover)

Special Purpose Control Stations

Special Purpose Control Stations„UL (NEMA) Type 3, 3R, 4, 4X, 13

Note
1   No legend on buttons. Specify any standard legend.

Contact
Symbol Button Type/Color Legends Catalog Number

One Element Enclosure Type

Three-position selector
switch/black knob

RUN/OFF/AUTO 10250H2538 

Two Element Enclosure Type

Flush/green START/STOP 10250H2747 

Flush/black (all)
mech. interlocked

None 1 10250H2544 

Contact
Symbol Feature Legends Catalog Number

One Element Pushbutton Type

Flush START 10250H2738

STOP 10250H658

With lock hasp STOP 10250H665

Two Element Pushbutton Type

Flush START/STOP 10250H364

With lock hasp START/STOP 10250H671

Buttons interlocked FAST/SLOW 10250ED664

FOR/REV 10250H2740

UP/DOWN 10250H2741

OPEN/CLOSE 10250H2742

Mechanically 
Interlocked 
Pushbuttons

Two Button Station

Selector Switch

10250H_

10250H_
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

10250H Series Heavy-Duty Control Stations

Type H Control Stations„UL (NEMA) Type 3, 3S, 4, 4X, 12, 13

Element Type Feature Circuit

Assembled
Legend
Plate

Unassembled
Alternate
Legend Plate Catalog Number

One Element

Pushbuttons Without padlock hasp 1NO-1NC JOG START 10250H1881

STOP

RUN

With padlock hasp 1NC STOP „ 10250H4239

Knob selector 
switch

Two-position 1NO-1NC OFF/ON „ 10250H4526

Three-position 1NO-1NC MAN/OFF/AUTO „ 10250H4527

Two Element

Pushbuttons Standard 1NO-2NC START/STOP „ 10250H1884

2NO-2NC RAISE/LOWER FORWARD 10250H1885

REVERSE

OPEN

CLOSE

Standard and 
standard with 
padlock hasp

1NO-2NC START/STOP „ 10250H4240

Three Element

Pushbuttons Standard 2NO-3NC FOR/REV/STOP START OPEN10250H1890

Two standard and 
standard with
padlock hasp

JOG CLOSE 10250H4241

RAISE FAST

LOWER SLOW

Indicating
light and
pushbuttons

120V Light-red lens
and two plain

1NO-2NC MOTOR
RUNNING
START/STOP

„ 10250H1913

10250H_ 

10250H_ 

10250H_ 
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

10250T Series Heavy-Duty 30.5 mm Control Stations

Complete Assembled Stations„UL (NEMA) Type 4, 4X, 12, 13

Break Glass Kit

Notes
1   Stop buttons are red„all others are black.
2   NEMA 4…13, if properly mounted on a flat surface. Consists of front plate, legend, operator and contact blocks.
3   Break glass stations will not function with Normally Open contact blocks.
4   Lock is 10250TA2.
5   Uses deep cover instead of shallow cover. Switch component is 10250TA67„mechanically interlocked operators.
6   Shown assembled to contact block (contact block supplied separately).

Element Type 1 Features
Contact
Block(s) Legend

Surface Mounting 
Catalog Number

Flush Mounting 2

Catalog Number

Break Glass Station

Break glass station 3 Gray enclosure NC (logic level) EMERG. OFF 10250TGS „

Red enclosure 10250TGR „

One Element

Pushbutton Standard NO-NC START 10250T3516 10250T3573

NC STOP 10250T3518 10250T3575

NO-NC None 10250T3540 10250T3597

Mushroom head NO-NC START 10250T3517 10250T3574

NC STOP 10250T3519 10250T3576

With lock hasp 4 NC STOP 10250T3520 10250T3577

Selector switch Two-position
black knob

NO-NC OFF/ON 10250T3523 10250T3580

Three-position
black knob

2NO MAN/OFF/AUTO 10250T3524 10250T3581

Push-pull
three-position

Momentary
red button

2NC START/STOP 10250T3545 10250T3602

Two Element

Pushbuttons Standard 1NO-2NC START/STOP 10250T3525 10250T3582

2NO-2NC RAISE/LOWER 10250T3672 10250T3673

2NO-2NC None 10250T3541 10250T3598

With lock hasp 4 1NO-2NC START/STOP 10250T3542 10250T3599

Standard and mushroom head 1NO-2NC START/STOP10250T3526 10250T3583

Standard with 
maintained contact 5

NO-NC START/STOP 10250T3528 10250T3585

Plus NC

Three Element

Pushbuttons Standard 2NO-3NC FOR, REV, STOP 10250T3532 10250T3589

2NO-3NC UP, DOWN, STOP 10250T3615 „

2NO-3NC OPEN, CLOSE, STOP10250T3614 „

2NO-3NC None, None, STOP 10250T3543 10250T3600

Two standard and with lock hasp 2NO-3NC None, None, STOP10250T3544 10250T3601

Indicating light
(transformer type) 
and pushbuttons

Red lens „ 120V 1NO-2NC MOTOR RUN,
START/STOP

10250T3536 10250T3593

Red lens „ 240V 10250T3537 10250T3594

Red lens „ 480V 10250T3538 10250T3595

Red lens „ 600V 10250T3539 10250T3596

Description Catalog Number

Operator with hammer and five glass discs 10250TBG

Glass discs only (5) 10250TGL

Break Glass Station

One Element

Two Element

Three Element

Break Glass 
Operator6
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Class I Division 2 10250T Series Heavy-Duty 30.5 mm Control Stations

Complete Assembled Stations„
UL (NEMA) Type 4, 4X, 12, 13; NEC Class I Division 2, Groups B, C and D

Contact 
Symbol

Button 
Type/Color

Legend 
Marking

Die Cast 
Enclosure 
Catalog Number

Polyester Molded 
Enclosure
Catalog Number

Stainless Steel 
Enclosure
Catalog Number

Single Pushbutton

Flush/green START 10250T7003 10250T7003P 10250T7003S

Extended/red STOP 10250T7005 10250T7005P 10250T7005S

Alum. jumbo
mushroom/red

EMER. STOP
(engraved button)

10250T7007 10250T7007P 10250T7007S

Flush/black No legend 10250T7009 10250T7009P 10250T7009S

Two Pushbuttons

Flush/green START 10250T7023 10250T7023P 10250T7023S

Extended/red STOP

Flush/black No legend 10250T7025 10250T7025P 10250T7025S

Flush/black No legend

Single Pilot Light„Two Pushbuttons

120 Vac red No legend 10250T7033 10250T7033P 10250T7033S

Flush/green START

Extended/red STOP

120 Vac red No legend 10250T7035 10250T7035P 10250T7035S

Flush/black

Flush/black

Three-Position Selector Switch

Maintained
knob/black

HAND/OFF/AUTO 10250T7011 10250T7011P 10250T7011S

Maintained
knob/black

No legend 10250T7013 10250T7013P 10250T7013S

Single Pushbutton Maintained

Push-pull 
with jumbo
mushroom/red

EMER. STOP
(engraved button)

10250T7019 10250T7019P 10250T7019S

10250T7007

10250T7023P

10250T7033S

1NO

1NC

Each Button
1NC

1NO

Each Button
1NC

1NO

2NC

2NO

Pull
O
X

Push
X
O

1NO
1NC
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Class I Division 2 E34 Series Corrosion Resistant 30.5 mm Control Stations

Complete Assembled Stations„
UL (NEMA) Type 4, 4X, 12, 13; NEC Class I Division 2, Groups B, C and D

Accessories

Type N Control Stations

Note
Use NEMA 4X 10250T operators where exposed to ultraviolet light, see Page V7-T1-22.

Contact 
Symbol

Button 
Type/Color

Legend 
Marking

Die Cast 
Enclosure 
Catalog Number

Polyester Molded 
Enclosure
Catalog Number

Stainless Steel 
Enclosure
Catalog Number

Single Pushbutton

Flush/green START E34EX7003 E34EX7003P E34EX7003S

Extended/red STOP E34EX7005 E34EX7005P E34EX7005S

Alum. jumbo
mushroom/red

EMER. STOP
(engraved button)

E34EX7007 E34EX7007P E34EX7007S

Flush/black No legend E34EX7009 E34EX7009P E34EX7009S

Two Pushbuttons

Flush/green START E34EX7023 E34EX7023P E34EX7023S

Extended/red STOP

Flush/black No legend E34EX7025 E34EX7025P E34EX7025S

Flush/black No legend

Three-Position Selector Switch

Maintained
knob/black

HAND/OFF/AUTO E34EX7011 E34EX7011P E34EX7011S

Maintained
knob/black

No legend E34EX7013 E34EX7013P E34EX7013S

Single Pushbutton Maintained

Push-pull with jumbo
mushroom/red

EMER. STOP
(engraved button)

E34EX7019 E34EX7019P E34EX7019S

Description Catalog Number

Padlock attachment„For field assembly on square button type 
(except extended button types)

10250H5110

E34EX_

1NO

1NC

Each Button
1NC

1NO

2NC

2NO

Pull
O
X

Push
X
O

1NO
1NC

Padlock Attachment
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Custom Assembled Stations Specification Form

Ordering Instructions

Step 1
Copy this ordering guide from 
catalog.

Step 2
Specify 10250T or E34 
pushbutton lines in the 
corresponding box on the 
following page.

Step 3
Check back of panel 
dimensions„specify single 
or double depth enclosure in 
the corresponding box on the 
following page.

Step 4
Specify enclosure catalog 
number and price in the 
corresponding box on the 
following page. Enclosures 
can be found on Pages 
V7-T1-116, V7-T1-233 
and V7-T1-283. For pricing, 
reference the most recent 
PAD or VISTA-line.

Step 5
Specify catalog numbers for 
desired operator, legend 
plate, light unit, accessory 
and contact block(s) for each 
location in the enclosure in 
the corresponding box on the 
following page. (See position 
locations on this page.)

Position Locations

Step 6
For non-standard legends, 
specify legend desired, letter 
size and location on the 
layout sketches on the 
following page. For 
limitations see Page 
V7-T1-232. For pricing, 
use the blank legend catalog 
number and •STAMPŽ Suffix 
(Ex.: 10250TS36STAMP) and 
reference the most recent 
PAD or VISTA-line.

Example: 10250TS36

Special 
Legend 
for Position #_______

Step 7
Fax Sheet 2 of this form to 
Eaton•s TRC, Technical 
Resource Center, at 828-651-
0549 to the attention of„
Custom Stations Order  or 
email to TRC@eaton.com.

Within a few days you will 
receive a confirmation fax 
with the custom station part 
number and price.

Step 8
Place your order over the 
VISTA System.

For Selector and Roto-Push 
Operators

10250T or E34
For single contact blocks or 
1NO-1NC contact blocks, the 
mounting position of contacts 
must be specified. For 
example: If a 1NO-1NC 
contact block is required, 
specify if NO is to be 
mounted in Top A position or 
Bottom B position. 

10250T Pages 
V7-T1-182 to V7-T1-253

E34 Pages 
V7-T1-254 to V7-T1-295

10250T and 
E34 
Class I Div. 2

Pages 
V7-T1-321 to V7-T1-361

Position 1

Position 2

Position 3

Position 1

Position 2

Position 1

Position 2

Position 3

Position 4

Position 1

LETTER 
SIZE
3/32 in

1/8 in �
3/16 in
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

for Assembled Stations

FACTORY USE ONLY

Part Number

Product Code

Suffix

Date

Engineer

Step 3) �
Single Depth Enclosure

Double Depth Enclosure

Step 4)
Enclosure Catalog Number Price

Step 2)

10250T �  STD �  Class I Division 2

E34 �  STD �  Class I Division 2

Step 5)

Position Operator
Price
U.S. $ Light Unit

Price
U.S. $

Contact
Block

Price
U.S. $ A/L B/R

Contact
Block

Price
U.S. $ A/L B/R

Total
Price

1

2

3

4

Total:

Step 6) Non-standard Legends
Special Legend for Position #_______ Special Legend for Position #_______ Special Legend for Position #_______

LETTER SIZE �
3/32 inch (2.4 mm)

1/8 inch (3.2 mm)

3/16 inch (4.8 mm)

Position Legend Plate
Price
U.S. $ Lens or Caps

Price
U.S. $ Accessory

Price
U.S. $

Total
Price

1

2

3

4

To „ Eaton•s TRC, Custom Station Order
(828) 651-0549 FAX, or email to TRC@eaton.com

From  „ Customer Name ___________________________________________

Customer Contact __________________________________________

Phone Number_____________________________________________

Fax Number _______________________________________________

Email Address _____________________________________________

10% Adder

LETTER SIZE �
3/32 inch (2.4 mm)

1/8 inch (3.2 mm)

3/16 inch (4.8 mm)

LETTER SIZE �
3/32 inch (2.4 mm)

1/8 inch (3.2 mm)

3/16 inch (4.8 mm)
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Renewal Parts
Type N Renewal Parts

Assembled Stations„Type N

Item
No. Description

No.
Req. Part Number

Type N„Square Buttons

1 Cover 1

Two element 49-3524

One element„top button 49-3524-2

One element„bottom button 49-3524-3

2 Cover screw 2 11-2168

3 Pushbutton support bracket 1 79-6649

4 Pushbutton support bracket screw 1 11-2090

5 Pushbutton spring 2 69-2571

6 Disc (when used„two element assembly) 2 16-1960

7 Pushbutton„top position 1

START/green 53-1169-3

RAISE/black 53-1169-66

FORWARD/black 53-1169-7

OPEN/black 53-1169-9

UP/blank 53-1169-11

Blank/green 53-1169

8 Pushbutton„bottom position 1

STOP/red 53-1202-2

Extended STOP/red 53-1202-5

REVERSE/black 53-1169-8

CLOSE/black 53-1169-10

DOWN/black 53-1169-12

LOWER/black 53-1169-6

Blank/red 53-1202

Item
No. Description

No.
Req. Part Number

Type N„Square Buttons, continued

9 Pushbutton element 1

1NO-1NC 86-2588

2NO 86-2588-2

1NO 86-2588-3

1NC 86-2588-4

10 Cover 1 49-3464

11 Pushbutton support bracket 1 79-6650

12 Pushbutton„top position 1

FORWARD/black 53-1170-7

UP/black 53-1170-4

RAISE/black 53-1170-5

OPEN/black 53-1170-9

FAST/black 53-1170-6

13 Pushbutton middle position 1

REVERSE/black 53-1169-15

DOWN/black 53-1169-18

LOWER/black 53-1169-16

CLOSE/black 53-1169-17

SLOW/black 53-1169-13

14 Pushbutton„bottom position 1

STOP/red 53-1201-2

15 Pushbutton element 1

2NO-3NC 86-2593

16 Cover 1 49-3524-4
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Assembled Stations„Type N, continued

Type H Renewal Parts

Assembled Stations„Type H

Item
No. Description

No.
Req. Part Number

Type N„Square Buttons, continued

17 Lens 1

Clear 28-494

Red 28-887-2

Amber 28-887-3

18 Shield 1 73-1337

19 Shield screws 4 11-2012

20 Lamp (neon NE48) 1 28-494

21 Lamp receptacle 1 28-902

22 Lamp receptacle screw 1 911-330F1

23 Pilot light terminal base 1 86-2586

24 Lens 1

Clear 28-887

Red 28-887-2

Amber 28-887-3

25 Pushbutton support bracket 1 79-6650-2

26 Pushbutton element 1

1NO-1NC 86-2594

Item
No. Description

No.
Req. Part Number

Type N„Round Buttons

Similar 
to 27

Pushbutton assembly and element for:

10250H289 1 10250H2538

10250H364 1 86-353

10250H685 1 86-353-8

10250H665 1 86-353-8

10250H671 1 86-353

10250H2738 1 86-353-3

10250H2740 1 86-356

10250H2741 1 86-356

10250H2742 1 86-356

1

Pushbutton Indicating Light

2

3

5
4

6

3

4

5

9

7 8

12

7

1 2 1

Selector Switch

2

11

10
10

5

4

7

Item
No. Description

No.
Req. Part Number

Type H„Assembled Stations

1 Screw 2 11-4654

2 Screw 2 11-5719

3 Base 1 17-16560

4 Contact blocks See Page V7-T1-235

5 10250T operator See Pages V7-T1-188 
to V7-T1-225

6 Mounting plate 1 17-19524

Item
No. Description

No.
Req. Part Number

Type H„Assembled Stations

7 Screw 4 11-953

8 Diaphragm 1 32-253-2

9 Mounting plate 1 17-19522

10 Gasket 1 32-254

11 Base 1 17-16561

12 Mounting plate 1 17-19523
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1.3 Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Technical Data and Specifications

Ratings

Maximum Ampere Ratings for Type N Control Stations

Maximum Ampere Ratings for Type H Control Stations

Dimensions
Approximate Dimensions in Inches (mm)

Type N Control Stations

Special Purpose Control Stations

Note
1 2.38 (60.5) for neon indicating light.

Volts AC Volts DC

Description 110 220 440 550 120 240 600

Make and emergency interrupt capacity 30 15 7.5 6 1.0 0.5 0.1

Normal load break 3 1.5 0.75 0.6 1.0 0.5 0.1

Continuous current 10 10 10 10 10 10 10

Description

Volts AC 50/60 Hz Volts DC

120 240 480 600 125 250

Make and emergency interrupt capacity 60 30 15 12 1.1 0.55

Normal load break 6 3 1.5 1.2 1.1 0.55

Continuous amperes 10 10 10 10 10 10

Voltamperes „

Make and emergency interrupt capacity 7200 7200 7200 7200 138 138

Normal load break 720 720 720 720 138 138

3.25
(82.6)

4.00
(101.6)

2.25
   (57.2)

a1.50
(38.1)
2.25
(57.2)

3.25
(82.6)

4.00
(101.6)

2.25
   (57.2)

a1.50
(38.1)
2.25
(57.2)

Single Button Station

5.00
(127.0)

6.00
(152.4)

2.25
   (57.2)

a1.50
(38.1)
2.25
(57.2)

Two Button Station Three Button Station

3.13
(79.5)

0.75 (19.1)
Pipe Tap2.25

(57.2)

3.38
(85.9)

6.25
(158.8)

5.50
(139.7)

Ship Wt.
2.5 Lb (1.1 kg)
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1.3Pushbuttons and Indicating Lights
Pushbutton Control Stations„Assembled

Approximate Dimensions in Inches (mm)

Type H Control Stations

NEMA Type 3, 3R, 3S, 4, 4X, 13

10250T and E34

Approximate Enclosure Dimensions

Note
1 No conduit entrance holes provided. Drill as required.

No. of
Elements

Dimensions

Wide High Deep

1 and 2 4.50 (114.3) 8.25 (209.6) 4.50 (114.3)

3 4.50 (114.3) 10.75 (273.1) 4.25 (108.0)

Number
of
Elements

Surface Mounting

Conduit
Entrance

Dimensions in In (mm)

Wide
A

High
B

Deep
C

Mounting

D E

Cast

1 3.88
(98.6)

4.00
(101.6)

3.00
(76.3)

2.69
(68.3)

3.25
(82.6)

3/4

2 3.88
(98.6)

5.88
(149.4)

3.00
(76.3)

2.69
(68.3)

5.13
(130.3)

3/4

3 3.88
(98.6)

7.75
(196.9)

3.00
(76.3)

2.69
(68.3)

7.00
(177.8)

1

4 33.88
(98.6)

9.63
(244.6)

3.00
(76.3)

2.69
(68.3)

8.88
(225.6)

1

Polyester

1 3.81
(96.8)

6.63
(168.4)

3.38
(85.9)

2.94
(74.7)

4.88
(124.0)

1

2 3.81
(96.8)

6.63
(168.4)

3.38
(85.9)

2.94
(74.7)

4.88
(124.0)

1

3 3.81
(96.8)

8.88
(225.6)

3.38
(85.9)

2.94
(74.7)

7.13
(181.1)

1

4 3.81
(96.8)

6.63
(168.4)

3.38
(85.9)

2.94
(74.7)

4.88
(124.0)

1

Stainless Steel

1 3.00
(76.2)

3.50
(88.9)

3.00
(76.2)

1.50
(38.1)

4.25 
(108.0)

1

2 3.50
(88.9)

6.75
(171.5)

3.00
(76.2)

1.50
(38.1)

7.50
(190.5)

1

3 3.50
(88.9)

9.00
(228.6)

3.00
(76.2)

1.50
(38.1)

9.00
(228.6)

1

4 3.50
(88.9)

11.25
(285.8)

3.00
(76.2)

1.50
(38.1)

12.00
(304.8)

1

A
Surface

D C

B
E

4 Mtg. Holes „ 10-32 Screw Size for 
1 … 4 Element Die Cast/

Stainless Steel Enclosure
7/32 Screw Size for

Polyester
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

16.2 mm Pushbuttons„RMQ-16 Contents
Description Page

16.2 mm Pushbuttons„RMQ-16
Product Selection Guide  . . . . . . . . . . . . . . . . . V7-T1-31
Pushbuttons„Non-Illuminated and 

Illuminated . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-32
Indicating Lights . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-34
Emergency Stops . . . . . . . . . . . . . . . . . . . . . . . V7-T1-35
Selector Switches„Non-Illuminated, 

Illuminated and Keyed  . . . . . . . . . . . . . . . . . . V7-T1-36
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-40
Technical Data and Specifications  . . . . . . . . . . V7-T1-43
Dimensions  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-45

Product Overview

Product Description
The RMQ-16 pushbutton 
line offers a wide array of 
functional and attractively 
designed illuminated and 
non-illuminated pushbuttons, 
selector switches, emergency  
stops and indicating lights. 
The illuminated line is offered 
with either incandescent or 
LED. RMQ-16 devices are 
designed with two front-of-
panel operator sizes. The 
18 x 18 mm or 25 x 25 mm 
square operators can help 
the user achieve over three 
times the information density 
compared with 22 mm ranges.

Features
� Wide product breadth: 

RMQ-16 offers illuminated 
and non-illuminated 
pushbuttons, keyed, 
non-keyed, and illuminated 
selector switches, 
emergency stops, and a 
large variety of accessories

� Custom laser etching: 
Hundreds of standard 
markings available in 
addition to infinite possible 
custom images with laser 
etching

� High durability: 
Pushbuttons and selector 
switches rated for 3 million 
mechanical operations

� High information density : 
Square operators (18 mm 
or 25 mm) allow for side-
by-side mounting and 
achieve over three times 
the information density of 
typical 22 mm installations

� Laser etched operators
� Heavy-duty construction 

with IP65 on front of panel 
operators

� LED or incandescent 
illumination available

� Front-of-panel operators 
available in either 
18 x 18 mm or 25 x 25 mm 
sizes

� Safety rated emergency 
stops (IEC 60947-5, 
positively driven contacts)

� Mounting diameter 
16.2 mm to EN 50007

Standards and Certifications
� UL Listed
� CSA Certified
� IEC/EN 60947-5 VDE-0660
� IP65
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Product Selection Guide
Pushbuttons 

Indicating Lights 

Emergency Stops 

Selector Switches 

Description Non-Illuminated Illuminated

Product Selection Page V7-T1-32 Page V7-T1-33

Description Flush Extended

Product Selection Page V7-T1-34 Page V7-T1-34

Description Non-Illuminated Illuminated

Product Selection Page V7-T1-35 Page V7-T1-35

Description Non-Illuminated Illuminated Keyed

Product Selection Page V7-T1-36 Page V7-T1-37 Page V7-T1-38
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Pushbuttons„Non-Illuminated and Illuminated

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Pushbuttons„Non-Illuminated and Illuminated 

Product Selection

Non-Illuminated Pushbuttons
� Momentary or maintained
� Customizable laser etched pushbutton operators
� 18 mm or 25 mm square operator 
� 3 million mechanical operations
� IEC/EN 60947-5
� IP65

Non-Illuminated Pushbuttons 

Note
1   To order separate button plates, see Page V7-T1-42.

Type
Button 
Color

Catalog Number

18 x 18 mm 25 x 25 mm

Momentary Green Q18D-GN Q25D-GN

Red Q18D-RT Q25D-RT

Black Q18D-SW Q25D-SW

White Q18D-WS Q25D-WS

Blue Q18D-BL Q25D-BL

Yellow Q18D-GE Q25D-GE

Without Q18D-X 1 Q25D-X 1

Maintained Green Q18DR-GN Q25DR-GN

Red Q18DR-RT Q25DR-RT

Black Q18DR-SW Q25DR-SW

White Q18DR-WS Q25DR-WS

Blue Q18DR-BL Q25DR-BL

Yellow Q18DR-GE Q25DR-GE

Without Q18DR-X 1 Q25DR-X 1

Face Plate
18 = 18 x 18 mm
25 = 25 x 25 mm

Q 18… DR… BL/ WB

Button Plate
GN = Green
RT = Red

SW = Black
WS = White

BL = Blue
GE = Yellow
X = Without

Operator Type
D = Non-illuminated momentary

DR = Non-illuminated maintained
LT = Illuminated momentary

LTR = Illuminated maintained

Bulb
WB = With incandescent bulb 24V

Q18-D-GN
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Illuminated Pushbuttons
� Momentary or maintained
� LED or incandescent 
� 18 mm or 25 mm square operator 
� 3 million mechanical operations
� IEC/EN 60947-5
� IP65

Illuminated Pushbuttons Without Bulb 1

Notes
1   To order with incandescent 24V bulb, insert a /WB at the end of the catalog number. Example, Q18LT-GN/WB. 
2   For a complete selection of incandescent 24V bulbs and LEDs, see Page V7-T1-40.

Type
Button 
Color

Catalog Number 2

18 x 18 mm 25 x 25 mm

Momentary Green Q18LT-GN Q25LT-GN

Red Q18LT-RT Q25LT-RT

Black Q18LT-SW Q25LT-SW

White Q18LT-WS Q25LT-WS

Blue Q18LT-BL Q25LT-BL

Yellow Q18LT-GE Q25LT-GE

Maintained Green Q18LTR-GN Q25LTR-GN

Red Q18LTR-RT Q25LTR-RT

Black Q18LTR-SW Q25LTR-SW

White Q18LTR-WS Q25LTR-WS

Blue Q18LTR-BL Q25LTR-BL

Yellow Q18LTR-GE Q25LTR-GE

Q18-LT-GE
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Indicating Lights

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Indicating Lights„Flush and Extended

Product Selection

Indicating Lights
� LED or incandescent 
� Flush and extended lenses 
� 18 mm or 25 mm square operator 
� 3 million mechanical operations
� IEC/EN 60947-5
� IP65

Indicating Lights Without Bulb 1

Notes
1   To order with incandescent 24V bulb, insert a /WB at the end of the catalog number. Example, Q18-LF-GN/WB. 
2   For a complete selection of incandescent 24V bulbs and LEDs, see Page V7-T1-40.

Face Plate
18 = 18 x 18 mm
25 = 25 x 25 mm

Q 18… LF… WS/ WB

Button Plate
GN = Green
RT = Red

WS = White

BL = Blue
GE = Yellow

Bezel
LF = Flush indicator light
LH = Extended indicator light

Bulb
WB = With incandescent bulb 24V

Type
Button 
Color

Catalog Number 2

18 x 18 mm 25 x 25 mm

Flush Green Q18LF-GN Q25LF-GN

Red Q18LF-RT Q25LF-RT

White Q18LF-WS Q25LF-WS

Blue Q18LF-BL Q25LF-BL

Yellow Q18LF-GE Q25LF-GE

Extended. Green Q18LH-GN Q25LH-GN

Red Q18LH-RT Q25LH-RT

White Q18LH-WS Q25LH-WS

Blue Q18LH-BL Q25LH-BL

Yellow Q18LH-GE Q25LH-GE

Q18-LF-GE

Q18-LH-BL
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Emergency Stops

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Emergency Stops„Non-Illuminated and Illuminated 

Product Selection

Emergency Stops
� Push/pull operation
� Illuminated or non-illuminated
� Emergency stop (red) or Machine stop (black) available
� Suitable for use in safety applications
� IEC/EN 60947-5
� IP65

Emergency Stops„Non-Illuminated Emergency Stops„Illuminated 1

Note
1 Includes built-in multiple LED 24 Vdc.

Face Plate
25 = 25 x 25 mm

Q 25… LPV… S

Operator Type
PV = Emergency stop

LPV = Emergency stop (illuminated)

Color
Blank = Red

S = Black

Button 
Color

Catalog Number 

25 x 25 mm

Red Q25PV

Black Q25PV-S

Q25PV

Button 
Color

Catalog Number 

25 x 25 mm

Red Q25LPV

Black Q25LPV-S

Q25LPV
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Selector Switches„Non-Illuminated, Illuminated and Keyed

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Selector Switches„Non-Illuminated

Product Selection

Non-Illuminated Selector Switches
� Momentary or maintained
� 18 mm or 25 mm square operator 
� VS Anti-rotation feature
� 3 million mechanical operations
� IP65

Selector Switches„Non-Illuminated

Function Position
Switch
Position

Catalog Number 

18 x 18 mm 25 x 25 mm

Momentary 2 Q18WK1 Q25WK1

Maintained Q18WK1R Q25WK1R

Momentary 3 Q18WK3 Q25WK3

Maintained Q18WK3R Q25WK3R

Maintained/momentary Q18WK3R1 Q25WK3R1

Momentary/maintained Q18WK3R2 Q25WK3R2

Face Plate
18 = 18 x 18 mm
25 = 25 x 25 mm

Q 18… WK1R

Selector Positions
WK1 = Two positions momentary
WK3 = Three positions momentary

WK1R = Two positions maintained
WK3R = Three positions maintained

WK3R1 = Three positions maintained/momentary
WK3R2 = Three positions momentary/maintained

Q18WK1
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Selector Switches„Illuminated

Product Selection

Illuminated Selector Switches
� LED or incandescent 
� Momentary or maintained
� 18 mm or 25 mm square operator 
� VS Anti-rotation feature
� 3 million mechanical operations
� IP65

Selector Switches„Illuminated without Bulb 1

Notes
1   To order with incandescent 24V bulb, insert a /WB at the end of the catalog number. Example, Q18LWK1-GN/WB. 
2   For a complete selection of incandescent 24V bulbs and LEDs, see Page V7-T1-40.

Function Position
Button
Color

Switch 
Position

Catalog Number 2

18 x 18 mm 25 x 25 mm

Momentary 2 Green Q18LWK1-GN Q25LWK1-GN

Red Q18LWK1-RT Q25LWK1-RT

White Q18LWK1-WS Q25LWK1-WS

Maintained Green Q18LWK1R-GN Q25LWK1R-GN

Red Q18LWK1R-RT Q25LWK1R-RT

White Q18LWK1R-WS Q25LWK1R-WS

Momentary 3 Green Q18LWK3-GN Q25LWK3-GN

Red Q18LWK3-RT Q25LWK3-RT

White Q18LWK3-WS Q25LWK3-WS

Maintained Green Q18LWK3R-GN Q25LWK3R-GN

Red Q18LWK3R-RT Q25LWK3R-RT

White Q18LWK3R-WS Q25LWK3R-WS

Maintained/
momentary

Green Q18LWK3R1-GN Q25LWK3R1-GN

Red Q18LWK3R1-RT Q25LWK3R1-RT

White Q18LWK3R1-WS Q25LWK3R1-WS

Momentary/
maintained

Green Q18LWK3R2-GN Q25LWK3R2-GN

Red Q18LWK3R2-RT Q25LWK3R2-RT

White Q18LWK3R2-WS Q25LWK3R2-WS

Face Plate
18 = 18 x 18 mm
25 = 25 x 25 mm

Q 18… LWK1… WS/ WB

Button Plate
GN = Green
RT = Red

WS = White

Bulb
WB = With incandescent bulb 24VSwitch Positions

LWK1 = Two positions momentary
LWK3 = Three positions momentary

LWK1R = Two positions maintained
LWK3R = Three positions maintained

LWK3R1 = Three positions maintained/momentary
LWK3R2 = Three positions momentary/maintained

Q18LWK1-GN
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Keyed Selector Switches„Two- and Three-Position 

Product Selection

Keyed Selector Switches
� 5 color options 
� Momentary or maintained
� 18 mm or 25 mm square operator 
� VS Anti-rotation feature
� 3 million mechanical operations
� IP65

Keyed Selector Switches„Two-Position  

Keyed Selector Switches„Three-Position 

Note
1   I = Key is removed at the left.

O = Key is removed at the center.
II = Key is removed at the right.

Function
Button
Color

Switch
Position

Key Removal
Position 1

Catalog Number
18 x 18 mm 25 x 25 mm

Momentary Black O Q18S1 Q25S1

Maintained Black O Q18S1R Q25S1R

Maintained Black O Q18S1R-A1 Q25S1R-A1

Function
Button
Color

Switch
Position

Key Removal
Position 1

Catalog Number
18 x 18 mm 25 x 25 mm

Momentary Black O Q18S3 Q25S3

Maintained O, II Q18S3R Q25S3R

Maintained O Q18S3R-A1 Q25S3R-A1

I, O Q18S3R-A2 Q25S3R-A2

O, II Q18S3R-A3 Q25S3R-A3

Maintained/
momentary

I, O Q18S3R-A4 Q25S3R-A4

O Q18S3R-A5 Q25S3R-A5

Momentary/
maintained

O, II Q18S3R-A6 Q25S3R-A6

O Q18S3R-A7 Q25S3R-A7

Face Plate
18 = 18 x 18 mm
25 = 25 x 25 mm

Q 18… S1… A1… WS

Color
GN = Green
RT = Red

SW = Black

WS = White
BL = Blue

Switch Positions
S1   = Two positions momentary 
S1R = Two positions maintained 
S3   = Three positions momentary 
S3R = Three positions maintained 

Key Code
A1…A7 = Switch and key removal 

positions (detailed below)

Q18S1
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Keyed Selector Switches, Multicolor„Two-Position

Keyed Selector Switches, Multicolor„Three-Position

Note
1   I = Key is removed at the left.

O = Key is removed at the center.
II = Key is removed at the right.

Function
Button
Color

Switch
Position

Key Removal
Position 1

Catalog Number
18 x 18 mm 25 x 25 mm

Momentary Green 0 Q18S1-GN Q25S1-GN

Red Q18S1-RT Q25S1-RT

White Q18S1-WS Q25S1-WS

Blue Q18S1-BL Q25S1-BL

Maintained Green 0 Q18S1R-GN Q25S1R-GN

Red Q18S1R-RT Q25S1R-RT

White Q18S1R-WS Q25S1R-WS

Blue Q18S1R-BL Q25S1R-BL

Function
Button
Color

Switch
Position

Key Removal
Position 1

Catalog Number
18 x 18 mm 25 x 25 mm

Momentary Green 0 Q18S3-GN Q25S3-GN

Red Q18S3-RT Q25S3-RT

White Q18S3-WS Q25S3-WS

Blue Q18S3-BL Q25S3-BL

Maintained Green 0, II Q18S3R-GN Q25S3R-GN

Red Q18S3R-RT Q25S3R-RT

White Q18S3R-WS Q25S3R-WS

Blue Q18S3R-BL Q25S3R-BL

Q18S1-BL

Q18S3-RT
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Accessories

Contact Elements

Screw Adapter

Incandescent 24V Bulbs 

LEDs (AC/DC) 

Insulated Ferrule 

Combination Box Spanner

Anti-Rotation Tab

Housing

Blanking Plug 

Cover Plate 

Note
1 Positive pole to X1. Integral suppressor circuit up to 1000V.

Feature
Catalog
Number

Normally open (N/O) E10

Normally closed (N/C) E01

Feature
Catalog
Number

Normally open (N/O) SRA10

Normally closed (N/C) SRA01

Lamp sockets SRAL

Voltage Current Color
Catalog
Number

6V 1W White WBGL6

12V WBGL12

24…28V WBGL24

Voltage Current Color
Catalog
Number

Multiple Chip LED

6V 45 mA Green WBLED-GN6

12V 24 mA WBLED-GN12

6V 45 mA Red WBLED-RT6

12V 24 mA WBLED-RT12

6V 45 mA Yellow WBGLED-GE6

12V 24 mA WBGLED-GE12

Single Chip LED 1

18…30V 7…12.5 mA Green LEDWB-G

Red LEDWB-R

White LEDWB-W

Blue LEDWB-B

Yellow LEDWB-Y

E10

E01

SRA10

WBGL6 

WBLED-GN6

Description
Catalog
Number

Insulated ferrule ISH2,8

Description
Catalog
Number

Mounting ring tool 16-MS

Description
Catalog
Number

Guard ring VS

Description Color
Catalog
Number

Surface mount enclosure White I8

Flush mount panel White E8

Black E8-SW

Size
Catalog
Number

18 x 18 mm Q18BS

25 x 25 mm Q25BS

Size Color
Catalog
Number

25 x 38 mm Black Q25AS

Gray Q25AGR

ISH2,8

R16-MS

VS

E8-SW

Q18BS

Q25AGR 
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Insert Plate 

Legend Plate

Legend Plate„Complete

Emergency Stop Labels

Extra Keys

Codes for Extra Keys 

Size
Catalog
Number

10 x 22 mm BLANK 02SQ25

Size Color
Catalog
Number

25 x 38 mm Black Q25TS-X

Gray Q25TGR-X

Size Etching
Catalog
Number

25 x 38 START Q25TS-111

STOP Q25TS-110

FAULT Q25TS-250

HAND 0 AUTOQ25TS-197

MAN 0 AUTOQ25TS-397

0 Q25TS-10

I Q25TS-11

0 I Q25TS-90

I 0 II Q25TS-93

02SQ25

Q25TS-X

Q25TS_

Type Feature
Catalog
Number

Square 4 Languages SQT11

Blank SQT-GE

Circle 4 Languages SRT11

Blank SRT-GE

Color Catalog Number 

Green ES16-GN

Red ES16-RT

Black ES16

White ES16-WS

Blue ES16-BL

SQT11

SRT11

ES16
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Button Plates 

Instructions for Ordering Laser Inscriptions

1. Identify part number to be inscribed.

2. Pick symbol from library and identify suffix code associated with the symbol.

3. Order part number already listed in the catalog with -ETCH suffix.

4. When placing an order by fax or Vistaline on the web, reference order item number and indicate appropriate 
symbol code or desired text.

Example
To order a 25 mm green flush button plate with the inscription AUTO HAND:

Order Catalog Number 03TQ25-ETCH.
AUTO HAND inscription is found on Page V7-T1-133 in the M22 Symbols Library, suffix code is X91.
In the order notes, reference item number and suffix X91.

Note: For a complete list of available symbols, see Pages V7-T1-130 to V7-T1-136, M22 Symbols Library.

Type Color Etching
Catalog
Number Type Color Etching

Catalog
Number

18 x 18 mm Black „ 01TQ18 25 x 25 mm Black „ 01TQ25 

CUSTOM 01TQ18-ETCH CUSTOM 01TQ25-ETCH 

21TQ18 21TQ25 

19TQ18 19TQ25 

White „ 02TQ18 •STOPŽ 112TQ25

CUSTOM 02TQ18-ETCH •ONŽ 221TQ25

20TQ18 White „ 02TQ25 

Green „ 03TQ18 CUSTOM 02TQ25-ETCH 

CUSTOM 03TQ18-ETCH 20TQ25 

11TQ18 Green „ 03TQ25 

Red „ 04TQ18 CUSTOM 03TQ25-ETCH 

CUSTOM 04TQ18-ETCH •STARTŽ 111TQ25

10TQ18 11TQ25 

Yellow „ 05TQ18 Red „ 04TQ25 

CUSTOM 05TQ18-ETCH CUSTOM 04TQ25-ETCH 

Blue „ 06TQ18 •STOPŽ 110TQ25

CUSTOM 06TQ18-ETCH 10TQ25 

•OFFŽ 217TQ25

Yellow „ 05TQ25 

CUSTOM 05TQ25-ETCH 

Blue „ 06TQ25 

CUSTOM 06TQ25-ETCH 

Button Plates 
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Technical Data and Specifications 
RMQ-16 

Specification
Illuminated Pushbutton 
Operators (Maintained)

Illuminated Selector 
SwitchesDescription Unit Contact Elements Indicating Lights

General Technical Data

Standards UL, CSA, IEC/EN 60 947, VDE 0660, CE

Lifespan, mechanical (operations) x 105 100 30 (3) 3 „

Maximum operating frequency Ops/h 3600 3600 (1800) 1800 „

Operating force N 3 4 „ „

Operating torque Nm „ 0.2 „

Degree of protection to IEC/EN 60 529 IP20 with ISH2,8 IP65 IP65 IP65

Climatic proofing Damp heat, constant, to IEC 60 068-2-3/Damp heat, cyclical, to IEC 60 068-2-30

Ambient temperature
Open °C …25 to 60 …25 to 60 …25 to 60 …25 to 60

Enclosed °C …25 to 40 …25 to 40 …25 to 40 …25 to 40

Mounting position As required As required As required As required

Mechanical shock resistance to IEC 60 068-2-27 
(half-sinusoidal shock, duration 11 ms)

g 40 40 40 40

Terminal capacity (min./max.) mm2 0.5/1.0 0.5/1.0 0.5/1.0 0.5/1.0

Blade terminal 2.8 mm x 0.8 mm to DIN 46 244

Ferrule 2.8 mm x 0.8 mm to DIN 46 247 and IEC 60 760

Dimensions See Page V7-T1-45 See Page V7-T1-45 See Page V7-T1-45 See Page V7-T1-45

Contacts

Rated impulse withstand voltage Uimp V 4000 800 800 800

Rated insulation voltage Ui V 250 250 250 250

Overvoltage category/pollution degree III/3 III/3 III/3 III/3

Rated operational voltage Ue (max.) V 250 24 24 24

Rated operational current Ie (max.) A 4 „ „ „

Control circuit reliability at
24 Vdc/5 mA (Fault probability Hr) <10…7, <1 fault in 107 operations

5 Vdc/1 mA (Fault probability Hr) <5 x 10…6, < fault in 5 x 106 operations

Use of insulated ferrule ISH 2.8
From Ue >24 Vac/dc recommended >24 Vac/dc recommended >24 Vac/dc recommended >24 Vac/dc recommended

From Ue >50 Vac or 120 Vdc is mandatory, even on unused blade terminals

Maximum short-circuit protective device
Fuseless Type FAZ-B6 „ „ „

Fuse A gG/gL 10 „ „ „

Switching Capacity

Rated operational current Ie 
AC-15
 24V A 4 „ „ „

 48V A 4 „ „ „

 110V A 4 „ „ „

 230V A 4 „ „ „

DC-13
 24V A 3 „ „ „

 42V A 1.0 „ „ „

 60V A 0.8 „ „ „

 110V A 0.5 „ „ „

 220V A 0.2 „ „ „

UL/CSA Data UL listed File No. E 29 184, Guide No. NKCR/CSA certified File No. 46 552 Class No. 321103

Blade terminal 0.110 x 0.032 in 0.110 x 0.032 in 0.110 x 0.032 in 0.110 x 0.032 in

Fast-on connector 0.110 x 0.032 in AMP #60 197-1, 62 050-1 or equivalent

Rated voltage maximum AC Vac 300 24 24 24

Contact rating code AC E10/E01 C300/Q300 „ „ „

Thermal continuous test current A 2.5 „ „ „

Rated voltage maximum DC Vdc 300 „ „ „

Contact rating code DC E10/E01 C300/R300 „ „ „

Thermal continuous test current A 2.5 „ „ „
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

RMQ-16, continued 

Lifespan, Electrical AC-15 to IEC/EN 60 947-5-1 at 230V

Note
1 See illuminated selector switches on Page V7-T1-37 for contact values. 

Specification
Emergency Stop 
Operators
(Illuminated) 1Description Unit

Pushbutton Operators 
(Maintained) Selector Switches

Key-Released 
Operators

Emergency Stop 
Operators

General Technical Data

Standards UL, CSA, IEC/EN 60 947, VDE 0660, CE

Lifespan, mechanical (operations) x 105 30 (3) 3 3 0.5 0.5

Maximum operating frequency Ops/h 3600 (1800) 1800 1800 600 600

Operating force N 4 „ „ 25 25

Operating torque Nm „ 0.2 0.4 „ „

Degree of protection to IEC/EN 60 529 IP65 IP65 IP65 IP65 IP65

Climatic proofing Damp heat, constant, to IEC 60 068-2-3
Damp heat, cyclical, to IEC 60 068-2-30

Ambient temperature
Open °C …25 to 60 …25 to 60 …25 to 60 …25 to 60 …25 to 60

Enclosed °C …25 to 40 …25 to 40 …25 to 40 …25 to 40 …25 to 40

Mounting position As required As required As required As required As required

Mechanical shock resistance to 
IEC 60 068-2-27 (half-sinusoidal shock, 
duration 11 ms)

g 40 40 40 40 40

Terminal capacity (min./max.) mm2 „ „ „ „ 0 .5/1.0

Blade terminal „ „ „ „ 2 .8 x 0.8 mm

Ferrule „ „ „ „ 2 .8 x 0.8 mm

Dimensions See Page V7-T1-45 See Page V7-T1-45 See Page V7-T1-45 See Page V7-T1-45 See Page V7-T1-45

0.1

E10

E01

0.2 0.3 0.4 0.5

0.6 0.8 1.0

3.00.7 4.02.00.9

l [A]e

0.1

0.2

0.3

0.4

0.5
0.6

0.8

1.0

2.0

3.0

4.0

5.0

0.7

0.9

x 10 6
Operations

l = Rated operational current e
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1.4Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Dimensions
Approximate Dimensions in mm [in] 

Actuating and Indicator Elements

Square Style QƒBS

QƒD-_, QƒDR-_ QƒS_ QƒWK_

QƒLT-_, QƒLTR-_, QƒLF-_ QƒLH-_ QƒLWK_

Q25PV_, Q25LPV_

M16 x 1
18.0

[0.71]

39.0 [1.54] Ø25.0 [0.98] Ø18.0 [0.71]

24.0 [0.94]
4.0 [0.16]

39.0 [1.54]
11.0 [0.43] 39.0 [1.54]

17.0
[0.67] 13.0 [0.51]

39.0 [1.54]

26.0 [1.02]

11.0
[0.43]

49.0 [1.93]

16.0
[0.63]

49.0 [1.93]

26.0
[1.02]

49.0 [1.93]

28.0 [1.10]

Ø 25.0
[0.98]

Ø 28.0
[1.10]

37.0 [1.46]
39.0 [1.54]

49.0 [1.93]
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1.4 Pushbuttons and Indicating Lights
16.2 mm Pushbuttons„RMQ-16

Approximate Dimensions in mm [in] 

Front Fixing

Q18, Q25, E89, SRA, VS, M16

Drilling Dimensions

Drilling

Grid Dimension to 
IEC/EN 60947

Q25

Minimum Grid Spacing 
Dimension

Q18

Mounting Distance

Mounting

RMQ Screw Adapter Anti-Rotation Feature RMQ-16 Label Mount

SRA_ VS Q25TS-_

Blanking Plates

Q25AS

58.0 [2.28]

49.0 [1.93]

ISH 2.8
[0.11]

E01, E10

6.0
[0.24]

18.0
[0.71]

16.2 [0.64]
+ 0.2

0

25.0
[0.98]

25.0
[0.98]

18.0
[0.71]

18.0 [0.71]

22.0
[0.87]

5.6 [0.22]

18.5 [0.73]

17.8
[0.70]

14.9 [0.59]

17.8
[0.70]

38.0
[1.50]

25.0 [0.98]

12.0
[0.47]

13.0
[0.51]

25.0 [0.98]

13.0
[0.51]

4.0
[0.16]

12.0
[0.47]

38.0
[1.50]

Note
1 Exposed conductive part (metal).
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1.5Pushbuttons and Indicating Lights
22.5 mm Modular Pushbuttons„M22

22.5 mm Modular Pushbuttons„M22 Contents
Description Page

22.5 mm Modular Pushbuttons„M22
Product Selection Guide . . . . . . . . . . . . . . . . . . V7-T1-48
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-111
Coding Adapter Guide  . . . . . . . . . . . . . . . . . . . V7-T1-118
Technical Data and Specifications  . . . . . . . . . . V7-T1-119
Dimensions  . . . . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-123
Symbols Library. . . . . . . . . . . . . . . . . . . . . . . . . V7-T1-129

Drawings
Online

Product Description
Eaton•s M22 industrial heavy-
duty pushbutton line offers a 
wide array of functional, 
attractive and ergonomically 
designed illuminated and non-
illuminated pushbuttons, 
selector switches, push-pulls, 
alternate action and twist-to-
release operators. The 
complete illuminated line is 
only offered in LED light units 
to ensure high-quality 
brightness and up to 100,000 
hours of LED illumination. 
M22 operators are available 
with either a silver or black 
nylon colored or chrome 
metal bezel. The space-
saving modular construction 
of the M22 line makes on-
the-job assembly fast and 
simplifies the stocking of 
both components and 
complete devices.

NEW
Eaton has expanded M22 
pilot devices with a metal 
bezel option. The new M22M 
pushbutton is an elegant 
chrome metal bezel that is 
attractive, durable and rugged 
for heavy-duty environments. 
M22M devices are configurable 
and complement components 
within the M22 line.

Highly Modular and 
Versatile Line
� Field convertible functions 

(pushbuttons and selector 
switches), maintained to 
momentary

� Customizable laser 
engraving capabilities

LED Indicators
� 100,000 hours of life 

in high-vibration 
environments

� Lenses specifically 
designed for LED 
illumination

Rugged Design
� Most pushbutton operators 

and contact blocks exceed 
5 million mechanical 
operations

� All components have IP66 
rating, and some carry 
IP67 and IP69K for 
washdown environment; 
see Page V7-T1-119 for 
further technical data

Innovative Technologies
� ASi communicating 

devices
� Palm switches

Standards and Certifications
All operators and components 
are IEC/EN 60947 VDE 0660. 

All operators carry an IP66 
rating with some rated for 
washdown environment with 
IP67 and IP69K.

All pushbuttons, emergency-
stops, indicating lights, 
potentiometers and selector 
switches carry NEMA 4X, 13.

Marine classification 
societies: Bureau Veritas 
(BV), Germanischer Lloyd 
(GL), and Lloyd•s Register of 
Shipping (LR) approved.
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1.5 Pushbuttons and Indicating Lights
22.5 mm Modular Pushbuttons„M22

Features
� Field convertible 

pushbuttons and 
mushroom operators from 
maintained to momentary 
status

� Field convertible selector 
switches from momentary 
to maintained operation 
and vice versa

� LED offering only for all 
illuminated operators

� Laser engraved 
pushbuttons, lenses and 
enclosures

� Heavy-duty construction 
with a minimum of IP66 
and UL NEMA® type 4X / 
13 on front of panel 
operators. Many operators 
even carry IP67 and IP69K, 
for the toughest 
applications

� Silver, black or chrome 
metal bezel now available

� Snap-lock contact blocks 
and light units for front or 
base mounting

� Notched hole mounting 
with anti-rotation tab and 
central nut mounting on 
each operator

� Over 5 million mechanical 
operations and 1.6 million 
electrical (reference 
specification sheet)

� Direct opening action 
normally closed contacts

� Unique and innovative 
offerings, such as four-way 
pushbuttons and USB/
RJ45 bulkhead interfaces

� Screw or spring-cage 
terminals

Benefits
� Modular construction 

makes assembly fast and 
simplifies stocking of 
components and complete 
devices

� Field convertibility of 
operator status for 
pushbuttons and selector 
switches helps distributors 
and customers reduce 
inventory and increase 
functionality

� LED offering only for 
improved brightness 
quality and up to 100,000 
hours of operation

� Plastic construction is 
corrosion resistant. 
Operators are designed 
for rugged environments, 
ideal for washdown 
applications (reference 
each operator•s IP ratings 
and IEC/EN 60529 for ingress 
protection definition)

� Anti-rotation tab saves 
installation time and 
prevents operator rotation

� High mechanical and 
electrical life allows for use 
in tough and challenging 
applications

� Laser inscription 
capabilities allow for high-
quality, wear-resistant 
markings

� All normally closed (NC) 
contacts are direct opening 
action, i.e., NC contacts 
are physically forced open 
by direct linkage with the 
pushbutton operator 
in the unlikely event of 
contact weld

� Some M22 operators are 
capable of communication 
via ASi protocol

� M22 offers USB and RJ45 
connections

Product Selection Guide
Pushbuttons 

Indicating Lights 

Description Non-illuminated, flush Non-illuminated, extended Illuminated, flush Illuminated, extended

Operator Momentary Maintained Momentary Maintained Momentary Maintained Momentary Maintained

Product Selection
Pages V7-T1-53 to 
V7-T1-55

Pages V7-T1-56, 
V7-T1-57

Pages V7-T1-58, 
V7-T1-59

Pages V7-T1-60, 
V7-T1-61

Pages V7-T1-63 to 
V7-T1-65

Pages V7-T1-66, 
V7-T1-67

Pages V7-T1-68, 
V7-T1-69

Pages V7-T1-70, 
V7-T1-71

Description Flat Conical

Product Selection
Pages V7-T1-72, 
V7-T1-73

Pages V7-T1-72, 
V7-T1-73








































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































